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The AP-350B hotplate magnetic stirrer is widely used for heating and stirring liquids simultaneously 
and provides uniform temperature, heating temperature and adjustable stirring speed. The AP-350B  
is ideal for educational laboratories, research, food, and pharmaceutical industry. Its compact size and 
robust design make it the ideal device for demanding laboratory environments.. 

AP-350B
Magnetic Hotplate Stirrer
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AP-350B
Magnetic Hotplate Stirrer

ADDITIONAL CHARACTERISTICS:
- Highly accurate temperature control 
- Adjustable temperature up to 380 ° C
- LCD display
- Soft starting stirring motor
- Strong magnetic field and wide speed range for volumes up to 5 liters
- Easy operation with control dial and touch keypad

TECHNICAL DATA

Speed 100 - 2000 RPM 
Temperature range 380 ° C 
Capacity 5L 
Wattage 600W 
Pan size 190 x 190 mm / 7.5” x 7.5” 
Dimensions 300 x 210 x 126mm / 11.8” x 8.3” x 5” 
Power supply 110/240V, 50/60 
Weight 6 Kg / 13.2lb 
Warranty 1 year 

ACCESSORIES INCLUDED:
- Temperature probe
- Support 
- Magnetic stirring bar
- Power adapter


